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20 16 29,4 ± 1,0 35,0 ± 1,0 2,7 ± 1,5 16,1 ± 1,0 0,01 
25 16 35,1 ± 1,0 40,0 ± 1,0 3,0 ± 1,5 18,0 ± 1,0 0,02 
32 16 43,2 ± 1,0 43,0 ± 1,0 3,0 ± 1,5 20,0 ± 1,0 0,03 
40 16 51,8 ± 1,0 47,0 ± 1,0 3,0 ± 1,5 22,0 ± 1,0 0,04 
50 16 64,4 ± 1,0 52,0 ± 1,0 3,4 ± 1,5 24,5 ± 1,0 0,07 
63 16 81,3 ± 1,0 60,0 ± 1,0 3,2 ± 1,5 28,2 ± 1,0 0,12 
75 16 92,5 ± 1,0 70,0 ± 1,0 6,0 ± 1,5 32,0 ± 1,0 0,15 
90 16 115,0 ± 1,0 78,6 ± 1,0 4,6 ± 1,5 37,0 ± 1,0 0,30 
110 16 133,8 ± 1,0 92,0 ± 1,0 6,6 ± 1,5 42,7 ± 1,0 0,42 

 

Manicotto PE-HD 
 • Codice prodotto: DMIE 

• Materiale: PE-HD 100, SDR 11, PN 16 
• Colore: Nero 
• Estremità femmina per saldatura a tasca 

 
 

HD-PE double socket 
• Product code: DMIE 
• Material: HD-PE100, SDR 11, PN 16 
• Color: Black 
• Female sockets fusion welding 

 


